Showerwall Project
A smart waterproof wall panelling system
designed to suit any project.

Our easy to install tile
alternative at a glance.

Showerwall
Project

QUICK INSTALLATION
Designed to meet the speed requirements of the
industry; start and finish in less than a day.
A lot less mess and a much faster fit than tiles.

LONG-LASTING
Results achieved at the time of installation will
remain for years to come, even under the heavy
demands of commercial bathrooms; all covered
with our 10 year guarantee.

BROAD APPEAL

A smart waterproof system
designed to suit any project.

A honed range of neutral decors ensures a
stylish interior for any environment. This versatile
palette has been selected to achieve a look
that’s sure to suit everybody.

COST EFFECTIVE

Quickly waterproof a space with our high
quality wall panelling; built to last and
easy to install. This selected range of
versatile decors ensures a stylish
interior for any environment.

Quickly waterproof a space with our sustainably
sourced wall panelling, which minimises both
material and trade costs; plus the impact on
our environment.

LOW MAINTENANCE
Engineered for a watertight finish, Showerwall’s
grout free surface is wipe clean and completely
eliminates the risk of mould. Our Sureseal
system ensures four points of cover at the base
of the panel and is completely maintenance free.

When installed correctly, using
accessories and fitting guide,
Showerwall is guaranteed against
manufacturing defects for 10 years.

MANUFACTURED IN THE UK

Download the full guarantee
from www.showerwall.co.uk
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Showerwall Project

Fitting process

More cost effective than tiles...
QUICKER

EASIER TO INSTALL

Showerwall panels are much larger than tiles and
take less time to fit due to their large coverage.

Panels can be fitted by anyone competent in DIY,
saving costs on tilers or bathroom fitters.

HASSLE FREE

GREAT COVERAGE

Showerwall panels can be fitted over existing tiling
and painted walls providing the surface is clean and
the plumbing allows.

Like tiles, Showerwall panels can be used to cover
entire walls, not just areas that come into contact
with water.

01 | PREPARATION

03 | PANELS AND TRIMS

Measure and cut Showerwall panels to fit the
required space. Panels can be fixed to timber
battens or an existing wall.

Fit all panels and trims together and leave to fully
cure for 24 hours before use.

02 | SURESEAL

04 | FINISHING

Apply Showerwall's Sureseal sealant along the length of
the trim and shower tray to ensure a watertight finish.

Fill gaps between fixed objects and the panel edges
with sealant, then fit any shower units etc, and
ensure a further external seal.

Detailed instructions are available for a range of spaces, particularly
those that must allow for pipes or window reveals etc.

Please note that acrylic panels are 100% waterproof and do not
require any trims or Sureseal.

Showerwall vs tiles

and longer lasting.
DURABLE
Panels are a long term solution that require less
maintenance than tiles and won't discolour over time.
A smart waterproof system built to last.

When installed correctly, using
accessories and fitting guide,
Showerwall is guaranteed against
manufacturing defects for 10 years..
Download the full guarantee from
www.showerwall.co.uk

EASY TO MAINTAIN

INSTALLATION TIME

PROJECT COST

Days

Cost %

2

includes materials and labour

180%
160%

140%

1.5

120%

Showerwall has a solid, grout-free surface eliminating
hiding places for mould, dirt or germs. A hygienic and
wipe-clean solution with minimal cleaning required.

100%
1
80%

60%
0.5

40%

20%
0

0%
Showerwall
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Tiles

Showerwall

Tiles
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Showerwall Project

Introducing the product

Our honed range of decors

Our waterproof system can be achieved using two materials; both our naturally
inspired HPL and glass-like Acrylic decors have been designed to streamline a
huge range of projects; from new builds to housing renovations.

This versatile palette has been selected to ensure a stylish interior for any
environment, through a neutral palette of naturally inspired HPL decors
and a selection of timeless glass-like Acrylic colours.
Note: Our full portfolio of decors are all available to order on an extended 3 week lead time. Minimum order of 10 panels.

HPL

Acrylic

Our HPL panels are manufactured in the UK from a
moisture resistant plywood core and finished with a high
pressure laminate. Choose from square cut panels or
take advantage of our Proclick technology which achieves
seamless, almost invisible joints.

Our Acrylic panels are manufactured from a 4mm solid
acrylic panel, rear painted to give a vibrant colour with
a glass-like finish. These 100% waterproof panels are 25
times more impact resistant than glass to ensure the
highest durability solution.

LAMINATE DECOR

GLASS-LIKE FINISH

WBP PLYWOOD

4MM THICK ACRYLIC

WATERPROOF LINER + BONDING AGENT

REAR PAINTED

Square Cut Panels | an impressive watertight finish

Acrylic Panels | easy to install glass-like walls

Our original tile alternative; these easy to cut panels make
installation and maintenance simple. A durable system
which utilises hygienic trims to join together and seal panels
in place of traditional, often time consuming, grouting.

Create the contemporary look of glass for a fraction of the
cost with a unique high tech polymer acrylic.

Proclick Panels | cover large areas quickly
Installation is made easy through the click design which
allows panels to be located quickly and easily into place,
eliminating the use of joining trims to create seamless joints.

HPL DECORS

White Gloss

Pergamon Marble

Ivory Marble

Pearlescent White

White Crystal

SWP37

SWP30

SWP26

SWP31

SWP42

Travertine Gloss

Beige Eiger

Blue Eiger

Slate Grey

Black Crystal

SWP34

SWP40

SWP43

SWP33

SWP41

Arctic

Orchid

Opal

Azure

Mocha

SWA01

SWA04

SWA05

SWA08

SWA07

Once the panels have been cut, the edges can be sanded
and polished to give a full transparent appearance. There
is also no need to worry about grout or accessories; panels
are simply butted together using sealant, making this our
easiest-to-install solution yet.

ACRYLIC DECORS

Panel

Height

Width

Depth

Trims

Sureseal

Square Cut

2440mm

1200mm

10.5mm

yes

yes

Proclick

2440mm

1179mm

10.5mm

yes

yes

Acrylic

2440mm

1220mm

4mm

n/a

n/a

Note: Acrylic panels are not available with Proclick technology and are supplied as square cut panels.
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Showerwall Project

Accessories

System simplicity
01

Our HPL panelling comes with a system consisting of two key components which
ensure a watertight seal. Our trims and Sureseal are available in a range of colours
to suit every decor, supported by Showerwall’s own sealant and adhesive which
have been engineered to ensure lasting results.

02

03

02

01

Available trim and Sureseal colours:

Black

Satin Silver

White

Bright Silver

Note: Sureseal is a matte plastic finish and is therefore not available in Bright Silver.

TRIMS

SURESEAL

In order to ensure a watertight finish, trims are required
for the outer edges of the panels, as well as both internal
and external corners. Five trims are available dependant
on where you would like to fit our panels. All of our trims
measure 2450mm in length and should be sealed using
Showerwall sealant.

At the base of the Showerwall panel even greater sealing
performance is achieved using Sureseal. Fit and forget using
the only maintenance free shower seal on the market with
no future resealing required. Sureseal’s four point sealing
system is quick and easy to install leaving the entire base of
the panel encapsulated in sealant without any unsightly lines.

SHOWER ENCLOSURE
01 End Trim x2
02 HPL Square Cut Panel x2
03 Internal Corner Trim

04

04 Sureseal

01

Internal corner

Joining trim

External corner

End and Quadrant trims

Seal one

Seals three and four

02

03

05

01

Seal two

Sureseal in situ

Our Acrylic decors are 100% waterproof and require no trims or Sureseal during
installation. Simply adhere the panel to the wall and seal around the edges.

BATH ENCLOSURE

The only maintenance free shower seal on the
market with no future resealing required.

01 End Trim x2

Showerwall Sureseal

03 Internal Corner Trim

02 HPL Square Cut Panel

04 Sureseal
04
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05 HPL Proclick Panel x2
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Showerwall Project

Going beyond existing
regulations...
QUALITY STANDARDS
Showerwall is manufactured in the UK using the latest
equipment and techniques, providing a technically
sound and quality finished product. Continuity of
supply is guaranteed through our experience of the
supply chain and depth of stock. From point of order
to the best in class product packaging, our dedicated
sample and aftersales service ensures your complete
satisfaction, every time.
We are fully committed to going beyond existing
regulations, to minimise any impact on our
environment, protect people’s health and safety, and
make labour relations and social issues an integral
part of everything we do.

OHSAS 18001 Health and
Safety Management

ISO 14001 Environmental
Management

UK stock available for nationwide
delivery within 24 - 48 hours.
Showerwall Project

ISO 9001 :2008
Quality Standard

and sourcing responsibly.
ENVIRONMENTALLY RESPONSIBLE
All Showerwall HPL panels are manufactured using
an FSC® certified WBP Plywood core, guaranteeing
that the timber used is harvested from responsibly
managed forests. By purchasing a product with
such certification, you are supporting sustainable
forest management worldwide.

Packaging from 100%
recycled material

MANUFACTURED IN THE UK

8 |

| 9

Showerwall Project

Social housing
We understand that meeting the
growing demand for housing is a
challenge. This is why Showerwall
has been developed to ensure that
renovations and upgrades are
completed as quickly as possible.
UPGRADE ON A BUDGET
With the capability to fit over existing tiles, renovating a
bathroom with Showerwall creates a lot less mess and
allows a much faster fit than tiles to ensure your budget
is spent more efficiently across multiple properties.

SAME DAY INSTALLATION
Our panels can be fitted to make a
shower area completely waterproof
in less than a day; reducing property
downtime and the time specialist
trades spend on-site.

MINIMAL MAINTENANCE
Thanks to our watertight Sureseal
and trim system, Showerwall requires
next to no maintenance with a simple
wipe clean surface. The no grout
characteristics and our enclosed four
point Sureseal system provides a long
standing mould-free solution.

SUITABLE FOR ALL
A range of neutral decors selected to
look great in both shower enclosures
and above bathtubs, allowing flexibility
across multiple properties. The honed
range also reduces decor selection
time to increase project momentum.

before
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Decor: White Crystal

after
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Showerwall Project

Less abled living
We recognise that there are a number
of key considerations when selecting
products for care homes. Showerwall
is an ideal product for areas which
require increased accessibility and
hard wearing credentials.
REDUCED BUDGET IMPACT
Our smart wall panelling system allows you to cost
effectively waterproof an area, thanks to reduced
material costs and fit in a day capabilities with no
need for grout.

BROAD APPEAL
Our range of neutral decors ensures a colour palette
that everyone can enjoy and a stylish interior for any
environment. The selected decors suit many styles;
meaning that a variety of areas can be covered
with one design, reducing the hassle associated with
selection and cost.

WIPE CLEAN SOLUTION
Thanks to our watertight Sureseal and trim system,
Showerwall requires next to no maintenance with a
simple wipe clean surface. This reduces time spent
cleaning by facilities teams and ensures the highest
level of hygiene is retained.

FIT FOR PURPOSE
Due to the nature of the panel material, specialist
accessories such as grab bars and shower seats can
be quickly and easily installed, even retrospectively,
allowing you to create a shower area that is fit for
purpose for any occupant.

COVER A LARGE AREA
For shower areas that require increased accessibility,
our Proclick technology speeds up the fitting process
by allowing a large area to be quickly covered and
sealed without the need for joining trims. These walls
appear seamless with almost invisible joints and
provide a low maintenance solution to a large space.

DURABLE
Ensuring that your room is built to meet the quality
expectations of the occupant is important to us. With
our durable waterproof system you can be sure the
results achieved at the time of installation will remain
for years to come, all of which are covered with our 10
year guarantee.
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Decor: Ivory Marble
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Student accommodation
With a particularly high turnover, the
student accommodation sector has
the potential to realise huge cost
savings from a durable and low
maintenance solution.
QUICKLY WATERPROOF A SPACE
Start and finish in less than a day with our quick
to install wall panelling system. Installation time is
significantly reduced as unlike tiles, there is no drying
time or grout required; ensuring that often tight on-site
schedules are not impacted.

LONG-LASTING
Through Showerwall's exceptional durability, grout free
characteristics and 10 year guarantee, the need for
regular replacement is reduced to ensure a longer life
cycle compared to tiles.

ULTRA HYGIENIC
Engineered for a watertight finish, Showerwall’s grout
free surface is wipe clean and completely eliminates
the risk of mould. This reduces any maintenance
required by facilities teams and ensures the highest
level of hygiene is retained.

APPEALING TO STUDENTS
Our range of decors offers clean neutrals and
timeless colours, selected to appeal to a broad range
of potential tenants by achieving a contemporary look
for a fraction of the expected cost.

Decor: Black Galaxy
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Decor: Azure
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Note: Our extended range of decors shown here are all available to order on an extended 3 week lead time. Minimum order of x10 panels.

NERO

Showerwall Project

The Marble Collection
(HPL)

Product Data Sheets

Our range of rich marbles are the
perfect choice for a blend of tradition,
sophistication and charm.

HPL PANELS

ACRYLIC PANELS

PANEL SIZES & WEIGHTS

PANEL SIZES & WEIGHTS

Square Cut

2440 x 1200mm

24kg

Proclick

2440 x 1179mm

24kg

2440 x 1220mm

Square Cut

DIMENSION TOLERANCES

DIMENSION TOLERANCES

Width 		
Height 		
Thickness
Flatness 		
Squareness

Width 		
Height 		
Thickness

+/- 3.0mm
+/- 5.0mm
+/- 0.5mm
+/- 1.5mm per 600mm
+/- 1.5mm per 1000mm

MATERIAL

Face laminates are produced to EN 438 standard (VGS) and
are bonded to a quality WBP plywood core using adhesive
applied under strictly controlled conditions. A balancing
backing laminate is then bonded to the panel reverse.
FIRE RATINGS / PERFORMANCE

TERRA

Carrara Marble

Cappuccino
Marble

Grigio Marble

Bianco Carrara

Lightning Marble

SW23

SW05

SW02

SW51

Grey Volterra
Gloss

Grey Volterra
Texture

SW53

SW54

VOLTERRA

14.3kg

SW39

+/- 5.0mm
+/- 5.0mm
+/- 0.5mm

MATERIAL

Polycarbonate Acrylic panels, manufactured into 4mm thick
acrylic sheets with either a painted or printed reverse face.
Adhered to the wall using Showerwall Neutral Curing Silicone.
Specific Gravity 		
Tensile Strength		
Compressive Strength
Bending Strength		
Rockwell Hardness

BIANCO

Black Marble

ASTM D792, 1.2
D683, 0.3-0.4kg/cm

2

D695, 1200kgf/cm2

SW24

Zamora Marble

Scala Marble

Volterra Gloss

Volterra Texture

SW38

SW18

SW44

SW52

All Showerwall panels are classified EN 13501-1. In addition,
selected decors are British Standard Fire Rated Class 2-BS
476 : Part 7 : 1997. Test reports are available upon request.
Fire ratings relate specifically to the product when tested in
laboratory conditions and do not confirm suitability for the
intended application. The responsibility lies with the specifier
or user of the product to ensure its ultimate suitability for the
intended end use application.

Heat Distortion 		
Heat Distortion Temp
Vicat Softening Point
Reaction to Fire		
Smoke Density		
Thermal Conductivity

DISCLAIMER

DISCLAIMER

Panels must be stored flat on level height bearers within a
normally heated room environment. Due to variations in the
photographic and printing processes the colours shown may
vary compared to the actual product. Natural stone decors
by design will vary to replicate natural stone variances. All
panels must be inspected carefully before installation. Any
concerns raised must be clarified prior to installation.

Sheets must be stored on a flat surface with both the front
and reverse face protective films in place until installation.
Please ensure the painted or printed reverse face of the
sheets are not damaged before installing. Appropriate PPE
for handling and cutting should be worn during installation.

STONE

Black Glacial

Travertine Stone

Blue Toned Stone

Silver Travertine

SW49

SW35

SW55

SW50

Washed
Charcoal

The Quarry Collection
(HPL)
Bring a room to life with raw earthy tones
and rustic designs from this collection of
authentic decors.

D-790, 1200kgf/cm2
D785, M-100

SLATE

TIMBER

CONCRETE

FIRE RATINGS / PERFORMANCE
D684, 100°C
ASTM D 648, 100°C
D1525, 118°C
EN13501-1, Class E
ASTM D 2843, 10.3%
D1525, 118°C

CARE & MAINTENANCE

Do

Linea White

Nautical Wood

Lineal Smoke

Urban Concrete

Moon Dust

Chalked Brick

Cracked Grey

SW27

SW59

SW63

SW48

SW07

SW56

SW57

SW58

MOLTEN

The Mineral Collection
(HPL)
From subtle shimmers to flickering quartz;
this versatile collection complements both
modern and traditional spaces.

• Regularly use Showerwall cleaner to clean the panels which has an antibacterial agent to kill germs.
• Sealant needs to be replaced at regular intervals. Failure to do this may cause water ingress and subsequent panel
damage. Showerwall silicone remover is available to assist with this procedure.

VARNISH

SHIMMER

Urban Gloss

Oxidised Copper

Copper Quartz

SW36

SW45

SW46

Whispering Grass
Snow White

Aqua Ice
SW11

SW62

QUARTZ

• Rinse your Showerwall panels down after use as a multitude of various chemicals can be present within personal hygiene
products used in bathrooms. Rinsing these off avoids issues such as sealant discolouration.
• Ensure adequate ventilation is present when using your shower or bath to avoid mould and mildew growth.
Don’t
• Use any form of abrasive cleaner as these may result in dulling of your panel surface and accelerated wear effects.
• Use any form of bleach product to clean your Showerwall panels as harsh chemicals found in bleaches can affect the
surface of your panel and sealant.
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Whispering Grass
Metallic Grey
SW61

Luna

Pearl Grey

Black Galaxy

White Galaxy

White Sparkle

Vanilla Sparkle

Bianco Stardust

SW60

SW29

SW13

SW22

SW10

SW09

SW12

SHOWERWALL
PROJECT

www.showerwall.co.uk
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